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POWER line

« Stepen zastitdP 44
+ Usaglaseno sa IEC 60669-1,
Ugradnja na zid pomocu vijaka pre¢nika do 4 mm

« Protection degredP 44
- Complied with IEC 60669-1,

« Wall mounting by screws dia. to 4 mm

+ Usaglaseno sa IEC 60884-1,
- Compliedwith IEC 60884-1,

= ~ 2561.00 - - 257.00 257.1A 2411.00
251.1A 256l.1A Taster sklopka za roletne 10AX 250V~ [ 2411.1A
Sklopka jednopolna Tas_ter.sklcipka za zvono Push-button shutters switch 10AX 250v~ - Priklju¢nica dvopolna
10AX/250V~ sa indikacijom 10AX/250V~ « Dve taster sklopke za direktno pokretanje 16A/250V~
Single-pole switch QJ} Bell push-button switch A elektromotora za dizanje i spustanje roletni, sa polikarbonatskim jezgrom
10AX/250V~ with indication 10AX/250V~ + Blokada mogucnosti ukljucenja
/- G 2 kretanja istovremeno u oba smera g ‘.@ : Double-pole socket outlet
+ Indikacija svetli kada « Two push-button switches for direct activation of ’ 76,'4/ 250V~ i
je sklopka iskljucena rolling shutters lifting and lowering electric motor with polycarbonate insert
« Indication turns on when . P o
- e PP e « Locking of movement switching-in possibilities
GOGES R haeeEs the switch is off i simultaneously in both directions
N e - 2511.00 = - = < 2412.00
252.1A 2511.1A 241.1A 2412.1A
Sklopka serijska Sklopka jednopolna Prikljué¢nica dvopolna Priklju¢nica dvostruka
10AX/250V~ sa indikacijom 16AX/250V~ 16A/250V~ dvopolna 16A/250V~
Serial switch Single-pole switch sa porcelanskim jezgrom sa polikarbonatskim jezgrom
10AX/250V~ ° with indication 16AX/250V~ Double-pole socket outlet Twofold double-pole
+ Indikacija svetli kada 16A/250V~ socket outlet 16A/250V~
je sklopka isklju¢ena with porcelain insert with polycarbonate insert
« Indication turns on when
ALINGICONEL. ALING CONEL the switch is off
~ = - 2521.00 = S = 242.00
253.1A 2521.1A 242.1A 243.1A
Sklopka naizmenitna Sklopka serijska Prikljuénica dvostruka Priklju¢nica tropolna
10AX/250V~ sa indikacijom 10AX/250V~ dvopolna 16A/250V~ | 16A/440V~
Alternative switch Serial switch sa porcelanskim jezgrom sa porcelanskim jezgrom
10AX/250V~ ([ ] with indication 10AX/250V~ Twofold double-pole Tripolar s‘;ncket outlet
« Indikacija svetli kada socket outlet 16A/250V~ 76.Ah/440 ~/ .
je sklopka iskljucena with porcelain insert ‘ with porcelain insert
- « Indication turns on when
ALING GONEL ALINGICONEL the switch is off
_ - |
— ~2531.00 = () 2451.00 (2451.1A - () 2452.00  ()2452.1A
254.1A 2531.1A Priklju¢nica dvopolna - L Priklju¢nica dvostruka
Sklopka ukrsna Sklopka naizmeni¢na 16A/250V~ Francuski standard L dvopolna 16A/250V~
10AX/250V~ sa indikacijom 10AX/250V~ sa polikarbonatskim jezgrom 3. sa polikarbonatskim jezgrom
P -
Cross-switch Alternative switch Double-pole socket outlet Francuski standard
10AX/250V~ [ with indication 10AX/250V~ | 16A/250V~ French standard Twofold double-pole socket
. : with polycarbonate insert outlet 16A/250V~
. !ndltkaFIJa 's(v?th I;ada with polycarbonate insert
J/e strujno kolo otvoreno « Usaglaseno sa NF C 61-314 French standard
« Indication turns on when ) .
ALING CONEL ALING CONEL the circut is open - Complied with NF C61-314
= ~ 2541.00 g — - —
255.1A 2541.1A 261.1 262.1
Taster sklopka za svetlo Sklopka ukrsna Kutija razvodna Kutija razvodna
bez indikacije sa indikacijom 10AX/250V~ sa 3 uvoda za na zid sa 4 uvoda za na zid
10AX/250V~ Cross switch 80x80 500VIP 54 80x80 500VIP 54
Light push-button switch ° with indication 10AX/250V~ Wall mounted junction box Wall mounted junction box
without indication . Indikaciia svetli kada with 3 cable glands with 4 cable glands
10AX/250V~ je strujno kolo otvoreno 80x80 500VIP 54 80x80 500VIP 54
« Indication turns on when sy
A1ING CONEL ALING CONEL the circut is open ko
2551.1A 259.1A 263.1 2423.1
Taster sklopka za svetlo Sklopka jednopolna Kutija razvodna Uvodnica dupla za vertikalno spajanje kutija
sa indikacijom 10AX/250V~ sa indikacijom 16AX/250V~ ;aoéslév;)ggvzlg gimd Double cable gland for vertical connection of boxes
Light push-button switch Single-pole switch X
with indication 10AX/250V~ ° with indication 16AX/250V~ Wall mounted junction box + Zaobezbedenje potrebnog stepena zastite
ith 6 cable alands na mestu spajanja dve kutije,
« Indikacija svetli kada + Indikacija svetli kada wi 9/ + Obezbeduje ta¢an medusobni polozaj kutija
je sklopka isklju¢ena je sklopka iskljucena 80x80 500VIP 54 ide th ired di ” .
ALING CONEL the switch is off the switch is off ALING CONEL pA o
« Ensures the correct inter-position of boxes
= 2591.00 RE—
9 Sor—m—
256.XXX 2591.1A "I. ‘ j b L 2422.0 2422.1
Taster sklopka za zvono Sklopka jednopolna — 4 \ = ‘. S Kutija dvostruka za montazu sklopki i priklju¢nica
bez indikacije indikatorska 16AX/250V~ - > ’ “‘; Double box for installation of switches and sockets outlets
10AX/250V~ Single-pole switch " . l | . -« Omoguceno unutrasnje prespajanje provodnika
Bell push-button switch ° with indication 16AX/250V~ K R [ A 3 bez narusavanja stepena zatite
without indication . A 7 " - .
10AX/250V~ + Indikacija svetli kada N ‘ ' - Internal over-splicing of conductors possible
je sklopka uklju¢ena , =, , _— without inrerruption of protection degree.
« Indication turns on when >

ALING CONEL

the switch is on




A

ARMOR line

281.1A

Sklopka jednopolna
T0AX/250V~

Single-pole switch
10AX/250V~

282.1A

Sklopka serijska
10AX/250V~

Serial switch
10AX/250V~

283.1A

Sklopka naizmenic¢na
10AX/250V~

Alternative switch
10AX/250V~

284.1A

Sklopka ukrsna
10AX/250V~

Cross - switch
T10AX/250V~

285.1A

Taster sklopka za svetlo
10AX/250V~

Light push-button switch
10AX/250V~

2851.1A

Taster sklopka za svetlo
sa indikacijom 10AX/250V~

Light push-button switch
with indication 10AX/250V~
- Indikacija svetli kada

je sklopka isklju¢ena

« Indication turns on when
the switch is off

286.1A

Taster sklopka za zvono
10AX/250V~

Bell push-button switch
10AX/250V~

Metalno kuciste

Stepen zastitelP 55 / IK07

Usaglaseno sa IEC 60669-1,

Ugradnja na zid pomocu vijaka pre¢nika do 4 mm

—

2861.1A

Taster sklopka za zvono
sa indikacijom 10AX/250V~

Bell push-button switch
with indication 10AX/250V~

« Indikacija svetli kada
je sklopka isklju¢ena

« Indication turns on when
the switch is off

2811.1A

Sklopka jednopolna
sa indikacijom 10AX/250V~

Single-pole switch
with indication T0AX/250V~

« Indikacija svetli kada
je sklopka isklju¢ena

« Indication turns on when
the switch is off

2821.1A

Sklopka serijska
sa indikacijom 10AX/250V~

Serial switch
with indication 10AX/250V~

« Indikacija svetli kada
je sklopka isklju¢ena

« Indication turns on when
the switch is off

2831.1A

Sklopka naizmenic¢na
sa indikacijom 10AX/250V~

Alternative switch
with indication T0AX/250V~

« Indikacija svetli kada
je strujno kolo otvoreno

« Indication turns on when
the circut is open

2841.1A

Sklopka ukrsna
sa indikacijom 10AX/250V~

Cross switch
with indication T0AX/250V~

« Indikacija svetli kada
je strujno kolo otvoreno

« Indication turns on when
the circut is open

289.1A

Sklopka jednopolna
sa indikacijom 16AX/250V~

Single-pole switch
with indication 16AX/250V~

« Indikacija svetli kada
je sklopka isklju¢ena

« Indication turns on when
the switch is off

2891.1A

Sklopka jednopolna
sa indikacijom 16AX/250V~

Single-pole switch
with indication 16AX/250V~
« Indikacija svetli kada

je sklopka uklju¢ena

« Indication turns on when
the switch is on

« Metal housing

« Protection degredP 55 / IKO7

« Complied with IEC 60669-1,

« Wall mounting by screws dia. to 4 mm

ALING OG

- Stepen zastitelP 54 /IP 55
« Usaglaseno sa IEC 60669-1, IEC 60884-1, I[EC 60670-1
« Ugradnja na zid pomocu vijaka pre¢nika do 4,5 mm

- Protection degredP 54/ IP 55
« Complied with IEC 60669-1, IEC 60884-1, IEC 60670-1
« Wall mounting by screws dia. to 4,5 mm

N 287.1A
— Taster sklopka za roletne 10AX/250V~ 210 214 217
—— Rolling shutters switch 10AX/250V~
9 Sklopka Sklopka Taster sklopka za svetlo 10A/250V~
« Duve taster sklopke za direktno jednopolna naizmeni¢na
pokretanje elektromotora za dizanje Light push-button switch 10A/250V~
Pepustanie roletn, 10AX/250V~ 10A/250V~ 212 ght p
+ Blokada mogucnosti ukljucenja Single-pole Alternative Sklopka
kretanja istovremeno u oba smera switch switch serijska
« Two push-button switches for direct -~ ~ ~
activation of rolling shutters lifting 10AX7250V" 1047250V 10A/250v 220
and lowering electric motor Serial switch
« Locking of movement switching- 218 225 10A/250V~ Taster sklopka
in possibilities simultaneously Zazvono
in both directions Sklopka Sklopka 10A/250V~
ukrsna jednopolna
Bell push-
10A/250V~ 16A/250V~ button switch
271.1A Cross - switch Single-pole switch 10A/250V~
10A/250V~ 16A/250V~
Priklju¢nica dvopolna
16A/250V~
sa porcelanskim jezgrom -
Double-pole socket outlet : 221
—_— e ———
16A/250V~ - @ "
with porcelain insert ——_— ® Kutija razvodna
p ¢ s 201 — 203 =, sa 4 uvoda za na zid
7= I ! I - N 76x76 500V
Priklju¢nica Priklju¢nica ; ®
[0 S ()] dvopolna 16A/250V~ tropolna @ Wall mounted junction box
sa porcelanskim 16A/440V~ with 4 cable glands
e e jezgrom sa porcelanskim 76x76 500V
Double-pole socket Jezgrom ‘
2711.1A ) e @ outlet 16A/250V~ Tripolar socket ‘ ® 223
o with porcelain outlet 16A/440V~
Priklju¢nica - insert with porcelain ‘ 6 uvoda
dvopolna 16A/250V~ insert | B
sa polikarbonatskim jezgrom ® L) 6 cable glands

Double-pole
socket outlet 16A/250V~
with polycarbonate insert

PRIKLJUCNI PRIBOR
CONNECTING ACCESSORIES

« Usaglaseno sa IEC 60884-1, IEC 61643-1,
« Priklju¢ni kabal PP/J-Y (HO5VV-F) 3x1,5mm,

- Zastita od dodira kontakta « Touch protection,

‘ '2751 A ° L ° > ° a kabel duzine  bez sklopke
Priklju¢nica dvopolna 16A/250V~ \ .’ \ ° ) ‘ ° 4 Prikljuénica prenosna cord lenght  without switch
sa polikarbonatskim jezgrom A dl @ § nerastavna trostruka,
Francuski standard max 3600W, 3x16A 250V~
1,5m 4431.x
Double-pole socket outlet 3-way portable socket outlet
16A/250V~ with polycarbonate unwireable, max 3600W, 3m 4433 .x
insert French standard 3x16A 250V~
5m 4435.x
« Usaglaseno saNF C61-314
. Complied with NF C61-314 10m 4436.x
Priklju¢nica
273.1A o ° > ° > > ° > ° > prenosna kabel duzine bez sklopke
s " e . ) &N .‘ " Y ¢ 3 nerastavna cord lenght without switch
o) Priklju¢nica tropolna L2 A y B 4\ f 4\ petostruka,
| — 16A/440V~ max 3600W,
@ sa porcelanskim jezgrom 5x16A 250V~ 1,5m 4451.x
\ “ Tripolar socket outlet 5-way portable 3m 4453 x
16A/440V~ socket outlet
L @ with porcelain insert unwireable, 5m 4455 .x
\ r max 3600,
307 x 58 x 48 mm 5x16A 250/~ 10m 4456.x
B o ; Priklju¢nica prenosna
< PN Y 2 FY S nerastavna petostruka,
@—”_' g 2921 o o ¢ ° )¢ ) ) )\ o ") ‘ - | sa prenaponskom zastitom,
Kutija razvodna a7 ke AL o A SR AL o / bez sklopke,

% sa4uvodazanazid
80x70 500V

g

Wall mounted junction box
with 4 cable glands
80x70 500V

376 x 58 x 48 mm

293.1

Kutija razvodna
), sa6uvoda zanazid
80x80 500V

g

Wall mounted junction box
with 6 cable glands
80x80 500V

+ Kabal duzine 1,5m (3m, 5m i 10m po zahtevu),
« Cord lenght 1,5m (3m, 5m, 10m on special request)

o

\

%

max 3600W, 5x16A 250V~

5-way portable socket
outlet unwireable,

with surge protection,
without switch,

max 3600W, 5x16A 250V~

sa dvopolnom
indikatorskom

sklopkom
a £ LN a with two-pole
° ° ° ° PRSP .
- )i .‘ S J ‘ | indlication switch

A A s A o
44801.x

44901.x

« Complied with IEC 60884-1, IEC 61643-1,
« Connection cord HO5VV-F 3x1,5min

Grafit
Graphite

Bela
White

o I

443 X bezkabla / without cord

Priklju¢nica prenosna trostruka,
max 3600W, 3x16A 250V~

sa dvopolnom
indikatorskom
sklopkom

with two-pole

indication switch 3-way portable socket outlet,

max 3600W, 3x16A 250V~
44301.x

4403.x bezkabla/ without cord
44303.x Priklju¢nica prenosna trostruka, sa dvopolnom
44305 .x indikatorskom sklopkom. max 3600W, 3x16A 250V~
44306.x 3-way portable socket outlet, with two-pole

indication switch , max 3600W, 3x16A 250V~

445.X  bezkabla / without cord

Priklju¢nica prenosna petostruka,
max 3600W, 5x16A 250V~

sa dvopolnom
indikatorskom
sklopkom

with two-pole

indication switch 5-way portable socket outlet,

max 3600W, 5x16A 250V~
44501.x
4405.X bezkabla / without cord
44503.x T
Priklju¢nica prenosna petostruka, sa dvopolnom
44505.x indikatorskom sklopkom. max 3600W, 5x16A 250V~
44506.X 5-way portable socket outlet, with two-pole
) indication switch , max 3600W, 5x16A 250V~
4461.x

« saprenaponskom zastitom klase Ill, Up<1,5kV
- with surge protection class Ill, Up<1,5kV

4491.x

« saprenaponskom zastitom klase Ill, Up<1,5kV i 1+4 MASTER-SLAVE
(snaga ukljuc¢enja SLAVE priklju¢nice min 15W)

with surge protection class Ill, Up<1,5kV and 1+4 MASTER-SLAVE
(switching treshold min 15W)

44601.x

« sa prenaponskom zastitom klase Ill, Up<1,5kV
« with surge protection class Ill, Up<1,5kV

44701.x

« sa prenaponskom zastitom klase Ill, Up<1,5kV i RFI/EMI filterom
« with surge protection class Ill, Up<1,5kV, RFI/EMI filter

« sa prenaponskom zastitom klase Ill, Up<1,5kV, RFI/EMI filterom i prenaponskim filterom za telefon/modem/fax liniju
- with surge protection class Ill, Up<1,5kV, RFI/EMI filter and surge filter for phone/modem/fax line

« sa prenaponskom zastitom klase Ill, Up<1,5kV i 1+4 MASTER-SLAVE (snaga uklju¢enja SLAVE priklju¢nice min 15W)
- with surge protection class Illl, Up<1,5kV and 1+4 MASTER-SLAVE (switching treshold min 15W)



PRIKLJUCNI PRIBOR

CONNECTING ACCESSORIES

I] 301.0

Utika¢ dvopolni
sa kontaktom
za uzemljenje
16A/250V~

. Double pole plug
with earthing
contact
16A 250V~

9303.1 3
—

3004.13

« crni sagumenom navlakom
« black with rubber cover

304.13

305.13

306.13

307.13

216.13

302.13

303.0

Utikac tropolni sa kontaktom za
uzemljenje L-izvedbe 16A/440V~

Three-pole plug with earthing
contact L-type 16A 440V~

« Kabel pre¢nika do 13 mm

« Izrada od materijala otpornog na udar
« Cable up to 13 mm

+ Made from stroke resistant material

304.0

Utika¢ dvopolni masivni
sa kontaktom za uzemljenje
16A/250V~CONEL

Double pole massive plug
with earthing contact
16A 250V~CONEL

« Izrada od materijala otpornog na nagnjecenja,
+ Made from contusion resistant material

305.0

Utikac¢ dvopolni masivni
sa kontaktom za uzemljenje
16A/250V~MEDIUM

Double pole massive plug
with earthing contact
16A 250V~MEDIUM

+ lzrada od materijala otpornog na nagnjecenja,
« Made from contusion resistant material

306.0

Utika¢ dvopolni masivni
sa kontaktom za uzemljenje
16A/250V~STANDARD

Double pole massive plug
with earthing contact
16A 250V~STANDARD

« lzrada od materijala otpornog na nagnjecenja,
« Made from contusion resistant material

307.0

Utika¢ dvopolni
sa kontaktom za uzemljenje
16A/250V~

Double pole plug
with earthing contact
16A 250V~

« Usaglaseno sa IEC 60884-1,
« Moguc¢nost ugradnje kabla pre¢nika do 11 mm

|

302.0

Utika¢ dvopolni bez kontakta
za uzemljenje 2,5A/250V~
EURO

Double pole plug without
earthing contact 2,5A 250V~
EURO

« Pljosnati kabel do 2 x 0,75 mrh
« Flat cable up to 2 x 0,75 mm

320.13

IR ) | ' O}HII

4064.13

] i{f

4065.13

. y A
i
) |
\ ]
4066.13 I
4006.13 -

« crnisa gumenom navlakom
- black with rubber cover

406.13

« Complied with IEC 60884-1,
« The possibility of installing cable up to 11 mm

308.0

Utika¢ dvopolni
sa kontaktom
za uzemljenje
L-izvedbe
16A/250V~

308.13

Double pole plug
with earthing
contact L-type
16A 250V~

320.0

Utika¢ dvopolni kombinovan sa

: 3 priklju¢nice sa kontaktom za uzemljenje
4 (T-razvodnik) 16A 250V~
. i::\ Double pole plug combined with
! J 3 sockets with earthing contact

(T-adaptor) 16A 250V~

- Max opterecenje 3600W
« Max load 3600W

4064.0

Set pribora za produzni kabal
(406, prsten za vezivanje, 304)
16A 250V~CONEL

Cord extension set (406, connecting
ring, 304) 16A 250V~CONEL

« Prsten za vezivanje koji
onemogucuje izvlacenje utikaca

- Connecting ring for plug
extraction disable

4065.0

Set pribora za produzni kabal
(406, prsten za vezivanje, 305)
16A 250V~MEDIUM

Cord extension set (406, connecting

ring, 305) 16A 250V~-MEDIUM

« Prsten za vezivanje koji
onemogucuje izvlacenje utikaca

0=

v

Connecting ring for plug
extraction disable

4066.0

Set pribora za produzni kabal
(406, prsten za vezivanje, 306)
16A 250V~STANDARD

Cord extension set (406, connecting
ring, 306) 16A 250V~STANDARD

« Prsten za vezivanje koji
onemogucuje izvlacenje utikaca

« Connecting ring for plug
extraction disable

406.0

Priklju¢nica prenosna dvopolna sa kontaktom
za uzemljenje kuplung 16A/250V~

Double pole portable socket outlet with
earthing contact 16A 250V~

+ lzrada od materijala otpornog na nagnjecenja,
+ Made from contusion resistant material

216.0

Sklopka jednopolna pregibna

medugajtanska 16A 250V~

Single-pole intercord rocker switch 16A 250V~

«+ Usaglaseno sa IEC 60669-1,
« Mogucnost ugradnje kabla pre¢nika do 7 mm

« Complied with IEC 60669-1,
« The possibility of installing cable up to 7 mm

231.66

B  231.44

231.11

231.00

Priklju¢nica dvopolndP 54 16A/250V~
Two pole socket outletIP 54 16A 250V~

« Ugradnja na panel pomocu vijaka
« Panel mounting by screws

—

S —

INSTALACIONI PRIBOR
INSTALLATION ACCESSORIES

2

'\7,

931.1

ii44]

9202.11

PY Kutija razvodna za na zid
izradena od ABS g/w 650C
100x 100 x 50 IP 56 500V

Wall mounted junction box
made from ABS g/w 650°C
100 x 100 x 50 IP 56 500V

9212.11

® izradena od polikarbonata g/w 85
made from polycarbonate g/w 85

-~ 92021.11

L Kutija razvodna za na zid
sa 8 uvodnica @20
izradena od ABS g/w 650C
100x 100 x 50 IP 56 500V

Wall mounted junction box
with 8 cable glands 220
made from ABS g/w 650°C
100x 100 x 50 IP 56 500V

9212.1T

Kutija razvodna za na zid

sa transparentnim poklopcem
izradena od polikarbonata g/w 85
100 x 100 x 50 IP 56 500V

Wall mounted junction box

with transparent cover

made from polycarbonate g/w 85
100 x 100 x 50IP 56 500V

9201.11

Kutija razvodna za na zid sa 4 uvoda
izradena od ABS g/w 650C
@65 IP 44 500V

9211.11
izradena od polikarbonata g/w 85

« Usaglaseno sa IEC 60670-1,
« Ugradnja na zid pomocu
4 vijka precnika do @5 mm

« Complied with IEC 60670-1,
« Wall mounting by
4 screws dlia. to 5 mm

~9203.11 9204.11
@ Kutijarazvodna za nazid Kutija razvodna za na zid
e izradena od ABS g/w 650C izradena od ABS g/w 650C
150x 110x 70 IP 56 500V 150x110x120IP 56 500V
Wall mounted junction box Wall mounted junction box
made from ABS g/w 650°C made from ABS g/w 650°C
150x110x 70 IP 56 500V 150x 110x 120 1P 56 500V
9213.11
. izradena od polikarbonata g/w 85
e made from polycarbonate g/w 85
. > P
- S 92031.11
®  Kutija razvodna za na zid « Usaglaseno sa IEC 60670-1,
l e sa 10 uvodnica @20 . Ugradrl:jadna zid pomocu 4 vijka
: pre¢nika do @5 mm
‘ 'zrgdenaOOd A()Bliggw 633\(/: « Uvodnice za kablove @20 mm
150x110x701P 56 5 - Complied with IEC 60670-1,
Wall mounted junction box : Z‘(‘a” mounting by 4 screws
. lia. to 5 mm
with 10 cable glands @20 + Cable bushings to @20 mm
made from ABS g/w 650°C
° 150x 110x 70 IP 56 500V
o

made from polycarbonate g/w 85

9213.1T

Kutija razvodna za na zid
sa transparentnim poklopce|

izradena od polikarbonata g/w 85

150x110x701P 56 500V

Wall mounted junction box
with transparent cover

Usaglaseno sa IEC 60670-1,
Ugradnja na zid pomoc¢u

4 vijka prec¢nika do @5 mm
Complied with IEC 60670-1,
Wall mounting by

4 screws dia. to 5 mm

m

made from polycarbonate g/w 85

150x110x 70 1P 56 500V

901

Adapter za ugradnju na zid 80x80
Adaptor for wall mounting 80x80

Wall mounted junction box
with 4 cable glands

made from ABS g/w 650°C
65 IP 56 500V

« Usaglaseno sa IEC 60670-1,

- Ugradnja na zid pomocu 2 vijka pre¢nika do @5 mm
- Uvodnice za kablove @20 mm

« Complied with IEC 60670-1,

« Wall mounting by 2 screws dia. to 5 mm

Ugradnja na zid pomocu vijaka,
Veza sa razvodnim kanalima,
Mogucnost instalacije pomocu vijaka

Wall mounted by screws,
Cable ducts connection,

« Cable bushings to @20 mm

931.0

Uvodnica kablovska PVC
za kablove do @20 mm

Cable gland PVC
for cables up to @20 mm

« Ugradnja u otvor @23 mm
« Mounting into the hole @23 mm

932.1

700

Kutija montazna@60x40
nizajuca za rastojanje 71mm

Mounting box260x40
for sequencing with 71mm step

710
@60x60

« Usaglaseno sa IEC 60670-1,
« Ugradnja u zid,

« Mogucnost instalacije pomocu stegaca ili vijaka

932.0

Uvodnica kablovska PVC
za kablove do @14 mm - otvorena

Cable gland PVC - open
for cables up to @14 mm

- Ugradnja u otvor @20,5 mm
« Mounting into the hole 20,5 mm

800

« Complied with IEC 60670-1,

« Flush mounted,

Kutija montazna @60x40
nizajuca za rastojanje 80mm

Mounting box 960x40
for sequencing with 80mm step

933.1

« Accessory installation by clamps or screws

900

Kutija razvodna 100x100
poklopac sa vijkom 500V~

Junction box 100x100
with screw cover 500V~

« Usaglaseno sa IEC 60670-1,
« Ugradnja u zid

« Complied with IEC 60670-1,
« Flush mounted

910.0

Zastitna maska za zid 140x180

Wall protection cover 140x180

« Ugradnja ispod maske
« Under cover frame mounting

Accessory installation by screws

933.0

Uvodnica kablovska PVC
za kablove do @14 mm - zatvorena

Cable gland PVC - closed
for cables up to @14 mm

- Ugradnja u otvor @20,5 mm
« Mounting into the hole 20,5 mm

804

Kutija montazna @70
za tropolne priklju¢nice

Mounting box @70
for three pole sockets

910.T

« Transparentna
« Transparent



TERMOPLASTICNA SIJALICNA GRLA

THERMOPLASTIC LAMPHOLDERS
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11011.x ® T180
11012x ® T210
Grlo E14 visece
Lampholder E14 hanging

- Navoj za nazuvicu M10x1

« Threaded M10x1

11021.x ® T180
11022x ® T210

Grlo E14 luster

Lampholder E14 chandelier

« Navoj za nazuvicu M10x1

« Threaded M10x1

11023.x ® T180

11024x R T210

Grlo E14 luster sa obodom

Lampholder E14 chandelier with flange

« Navoj za nazuvicu M10x1
« Threaded M10x1

11031.x ® T180
11032x ® T210
Grlo E14 luster kratko
Lampholder E14 chandelier short

« Navoj za nazuvicu M10x1

« Threaded M10x1

11041.x ® T180

11042x R T210

Grlo E14 stojece za vijak
Lampholder E14 standling for screw

« Zavezu sa vijkom

- Connection with screw

11043.x X T180

11044.x R T210

Grlo E14 stojece za utiskivanje
Lampholder E14 standling for indentation

« Zavezu utiskivanjem

« Connection with indentation

12013.x R T180
12014x ® T210
Grlo E27 zidno - ravho
Lampholder E27 for wall - flat

«+ Zavezu sa vijkom

- Connection with screw

[[]ALING-CONEL

Zelezni¢ka 10, 21432 Gajdobra, Serbia

+381 21762 674,762 586

Bela
White

+38121762779

—E Crna
X= Black

sales@aling-conel.com

X Temperaturna otpornost
Temperature resistance

12011.x R T180
12012.x ® T210
Grlo E27 visece
Lampholder E27 hanging

- Navoj za nazuvicu M10x1

« Threaded M10x1

12021.x ® T180
12022x R T210

Grlo E27 luster

Lampholder E27 chandelier

« Navoj za nazuvicu M10x1

« Threaded M10x1

12023.x R® T180

12024x R T210

Grlo E27 luster sa obodom

Lampholder E27 chandelier with flange

- Navoj za nazuvicu M10x1
« Threaded M10x1

12031.x ® T180
12032.x R T210
Grlo E27 luster kratko
Lampholder E27 chandelier short

- Navoj za nazuvicu M10x1

« Threaded M10x1

12041.x ® T180

12042.x R T210

Grlo E27 stojece za vijak
Lampholder E27 standing for screw

« Zavezu sa vijkom

- Connection with screw

12043.x K TI180

12044.x R T210

Grlo E27stojece za utiskivanje
Lampholder E27 standing for indentation

- Zavezu utiskivanjem

« Connection with indentation

12015x ® T180
12016.x ® T210
Grlo E27 zidno - ravno
Lampholder E27 for wall - flat

« Zavezu sa vijkom

- Connection with screw

Realizacija: »Repro-Print« 021 504 709



