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Licence 
for the use of SIQ certification mark 

Number: SI-SIQ 090/020 Project file: C20231685 

Product: Surface mounted socket-outlet 

Type reference: art.22401.xx; art.22421.xx; art.22431.xx; art.22421P.xx; art.22431P.xx 

Trademark: ALING – CONEL 

Ratings: 16 A; 250 V~; IP55 

Applicant: ALING – CONEL d.o.o., Železnička 10, 21432 Gajdobra, Serbia 

Manufacturer: ALING – CONEL d.o.o., Železnička 10, 21432 Gajdobra, Serbia 

SIQ hereby grants the right to use the SIQ certification mark of conformity on the products specified 
in this document. The SIQ certification mark of conformity signifies the compliance of the products 
with requirements of cited standards. 

Certification mark: 

 

Standard: IEC 60884-1:2002 + A1:2006 + A2:2013 

Test report: T211-0885/23 (2023-10-26) 

Remarks: This licence has been issued under the presumption and conditional on the 
fact that the licensee holds all necessary legal rights with regard to the 
product presented for testing and certification. 
This licence is valid as long as the conditions laid down in the listed 
standards are not modified significantly and until the licensee complies with 
the SIQ’s rules on product certification. 

Date: 2023-10-26 Authorized signature:  Bojan Pečavar 
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Additional remarks: 

The list of critical components of the product for which this licence is granted is included 
in the test report. 
 
 
List of all products: 
 

Type reference  Description 

art.22401.xx Two-pole socket-outlet  

art.22421.xx Double two-pole socket-outlet vertical 

art.22431.xx Double two-pole socket-outlet horizontal 

art.22421P.xx Double two-pole socket-outlet vertical with bridged contacts 

art.22431P.xx Double two-pole socket-outlet horizontal with bridged contacts 

 
Where xx represents colour of the housing: 
A1 – dark grey / grey 

Places of manufacture, inspection file number: 

 
1) ALING – CONEL d.o.o., Železnička 10, 21432 Gajdobra, Serbia (20083-20083) 
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